
S E R I E S 2240

F E AT U R E S  I N C LU D E

Available Colors

Available Panels

illennium Garage Doors Inc., 2240 Series 
is built for strength and longevity using 24 

gauge steel and only the finest materials. Formed 
with a unique sculpted raised panel the 2240 series is 
embossed with a natural wood grain texture and a 
baked on 2 coat polyester finish. We know that 
regardless of the model or style of door you 
choose, you can be certain a Millennium door will add 
great value and beauty to your home.

M

Millennium Garage Doors 2240 
Series is built to last, offering 
years of trouble free service

White   Almond              Sandstone*  Brown*

Long Panel   Short Panel   Flush Panel

*Check with your local dealer on price and availability

24 Gauge wood grain textured steel

Unique sculpted panel design

Short,Long and Flush panel design

2” Section thickness

Tongue and groove weather joint

Heavy gauge galvanized center & end stiles

Pre-painted white,almond,sandstone* and 
brown*

18”and 21”section heights

Optional full vinyl insulation with exclusive 
raised panel pad

Custom sizes available

Limited lifetime warranty



CASCADE

WATERFORD

SHERWOOD

STOCKTON

STOCKFORD

CATHEDRAL

RUSTON

SUNSET

SUNRISE

SUNRISE 5 PANEL
Custom Glass

Glue Chip Grey Light Obscure

6

3

4

Popular Options
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Standard Features
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GALVANIZING
PRIMER

FINISH COAT

STEEL
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Double Wide - Short Panel Double Wide - Long Panel
PLAIN LITE

UNSURPASSED RUST PROOFING SYSTEM
Steel surface is rust proofed with hot-dipped 
galvanizing then pre-painted with a baked-on 
primer and finished with a baked-on enamel top 
coat in white,  almond,  sandstone and brown.  
Doors may also be painted to match the exterior 
of the home.

DISTRIBUTED BY

MILLENNIUM GARAGE DOORS, INC.
555 S.Promenade Avenue,  Suite 103,  Corona CA 92879

www.millenniumgaragedoors.com

Door & Access Systems
Manufacturers Association
International

WARRANTY Millennium Garage Doors (MGD) Series 2240 door sections are backed by a limited 
lifetime warranty against splitting, cracking or deterioration due to rusting through in all residential 
installations. This warranty is limited to all other components of the door to be free from defects in 
material and workmanship for a period of one year from date of installation in all residential 
applications. This warranty does not apply to any door which has been altered or repaired by any 
person not expressly authorized by MGD in writing to do so. This warranty does not apply to any 
door or part which has been damaged or deteriorated due to misuse, accident, painting or failure to 
provide necessary maintenance.

24 Gauge door skin
Tongue and groove joint system
Heavy gauge galvanized stiles
Wide body hinges
Aluminum bottom retainer
Vinyl bottom weather seal
Galvanized torsion tube
Galvanized 2”strut

Designer Windows 
Custom glass and design options 
Full vinyl back insulation 
Galvanized springs
White nylon rollers with bearings
Additional struts 
(for areas prone to high wind)
Full perimeter vinyl weather seal MGD-2240
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